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Control Methods Setting Default 

Select language 

Vf/Open loop/ Vector/Fv 

Reset 

RPM / HZ  /  % 

Run during program mode 

Acceleration time 

Deceleration time 

Inspection decel ramp 

Scurve Accel -Start 

Scurve Accel -End 

Scurve Decel -Start 
Scurve Decel -End 

Scurve leveling 

Carrier frequency selection 

Inspection carrier frequency 

Run  
Nominal speed 

Intermadiate speed 

Inspection speed 

Leveling speed 

Motor rated FLA 

No-Load current 
Encoder 1 Rot Direct 

Term S7 function select (resq)  
Terminal  S8 select (BB)  

M5/M6 Function select 
Number of Restarts 

Input phase loss detection 

DC Injection on start 

DC Injection on stop 

Brake open delay 

Delay stop 

Run delay time M5-M6 

Position Lock Bandwidth 

Light load search (resq) 

SE3 - Delay time (OC) 

0 

0-2-3-7  

0-2220 

1 

2.5-3.5 s 

1.5-2.0 s 

2.00 s 

0.5-0.8s 

0.5-0.8s 

0.5-0.8s 

0.5-0.8s 

0.5-0.8s 

8khz 

50hz 

35hz 

15hz 

4hz 

2.9A 

Parameters NO 

1

0
1

0.5A
pr A1-02

55
9 NC

51
5
0

70%

0.5s

0-35s
500
L

2200ms

70%

0.5s

0-7
0

0-6
0-2

0-600s

0-2.0s

1-15khz
0-1
0-3

0-50hz

0-10

10

0-500ms

0

0-600s

0-600s
0-600s
0-600s
0-600s
0-600s

0-50hz
0-50hz
0-50hz

....

....

0-1
....
....
....

....

0-100%
0-100%

0-10

....
0-10

....

A1-00
A1-02
A1-03
01-03
b1-08
C1-01
C1-02
C1-15

C2-02
C2-01

C2-03
C2-04
C2-05
C6-03
C6-21
d1-18
d1-19
d1-20
d1-24
d1-26

*  E2-01
*  E2-03

F1-05
H1-07
H1-08
H2-03
L5-01

*  L8-05
S1-02
S1-03
S1-04
S1-05
S1-10
S3-04
S4-01
S6-04

1
2
3
4
5
6
7
8
9

10
11
12
13
14
15
16
17
18
19
20
21
22
23
24
25
26
27
28
29
30
31
32
33
34
35
36

*  پارامتر های ستاره دار در محل پروژه تنظیم نگردند.
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